Experimental Results for Steel 0.1%C Specimen
	Reading
	Y
	X

	1
	0
	0

	2
	4,5
	1

	3
	13
	2

	4
	22
	3

	5
	34
	5

	6
	40,5
	6

	7
	54
	8

	8
	75
	11

	9
	72
	11,5

	10
	70
	13

	11
	72
	15

	12
	79,5
	18

	13
	88
	24

	14
	97
	38

	15
	97,5
	43

	16
	95,5
	58

	17
	83
	67

	18
	66
	72,5


Reduction in area: 

67 %

Percentage elongation: 
26 %

Final internal length: 
36.80 mm 

Final External length: 
47.54 mm 

Final diameter: 

2.88 mm

Experimental Results for Steel 0.4%C Specimen
	Reading
	Y
	X

	1
	0
	0

	2
	18
	2

	3
	40
	4

	4
	58
	6

	5
	81
	8

	6
	78
	11

	7
	83
	12

	8
	87
	14

	9
	97
	17

	10
	110
	27

	11
	113
	33

	12
	114
	37

	13
	110
	52

	14
	102
	56


Reduction in area: 

50%

Percentage elongation: 
16%

Final internal length: 
33.11 mm 

Final External length: 
43.68 mm 

Final diameter: 

3.76 mm

Experimental Results for Aluminum Specimen
	Reading
	Y
	X

	1
	0
	0

	2
	39
	6

	3
	43,1
	9

	4
	44,9
	13

	5
	46
	18

	6
	45,9
	25

	7
	45
	31

	8
	42
	35

	9
	39
	37

	10
	35
	39


Reduction in area: 

63 %

Percentage elongation: 
12 %

Final internal length: 
31 mm 

Final External length: 
42 mm 

Final diameter: 

3.30 mm

Experimental Results for Brass Specimen

	Reading
	Y
	X

	1
	0
	0

	2
	3
	1

	3
	15
	2

	4
	35
	5

	5
	38
	7

	6
	49
	15

	7
	56
	23

	8
	63
	35

	9
	65
	39

	10
	70
	57

	11
	71
	69

	12
	71
	75

	13
	67
	79

	14
	62
	82

	15
	55
	85


Reduction in area: 

67%

Percentage elongation:
25%

Final internal length:
36.25 mm

Final External length:
47.05 mm

Final diameter: 

2.72 
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